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NOTES: 

1. OBTAIN APPROVAL / ENGINEERING FOR LOCAL SITE CONDITIONS, BUILDING CODE REQUIREMENTS, AND 
OBTAIN ALL NECESSARY BUILDING PERMITS 

2. SCOPE 
2.1. APPROVAL OF THE POSTS & BRACKETS FOR THE DEACERO CLASSIC FENCE SYSTEM 

2.2. BY OTHERS: FABRICATION, INSTALLATION, FOUNDATIONS, SOIL / SITE CONDITIONS 
3. LOADS 

RISK CATEGORY = I, EXPOSURE CATEGORY C 
WIND (ULT): V = 180 MPH, qz = 59.9 PSF   
WIND (ULT): V = 120 MPH, qz = 26.6 PSF   

4. STEEL 
4.1. REFER TO SPECIFICATIONS 

5. WELDING 
5.1. ALL WELDING TO BE IN ACCORDANCE WITH AWS D1.1 OR EQUIVALENT 

6. DO NOT ATTACH ANY OBJECTS TO FENCE THAT WOULD IMPEDE AIRFLOW THROUGH THE FENCE IN ANY 
MANNER (NO SIGNAGE, BANNERS, ETC.) 

98 1/4 MAX POST SPACING
TYP

FOUNDATION SIZE AND
DEPTH TO BE DETERMINED
BASED ON SITE CONDITIONS

DIMS./THICKNESS YIELD STRENGTH TENSILE STRENGTH MATERIAL ASTM STD.
SIZE VARIES 50 KSI 62 KSI CARBON STEEL A500

COATING 0.9 OZ/SQFT - - ZINC A653 TABLE 1
SIZE VARIES - - PLASTIC INJECTION -

COATING 100 MICRONS - - POWDER COATING D7091
CLAMPS COATING - - - ELECTROGALVANIZED STEEL -

HORIZONTAL WIRE 0.18"ø +/- 0.0019" - 80 KSI - A641
VERTICAL WIRE 0.18"ø +/- 0.0019" - 80 KSI - A641

COATING 100 MICRONS - - ZINC D7091

DMF SPECIFICATIONS
ITEM

POST

POST CAP
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NOTE: WIRE DIMENSIONS ARE CENTER-TO-CENTER
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8 FT 6 FT 5 FT 4 FT 2 FT
180 MPH 3 x 3 x 11 GA
120 MPH 2.25 x 2.25 x 12 GA

REQUIRED MINIMUM POST SIZE

2.25 x 2.25 x 16 GA2.25 x 2.25 x 12 GA
2.25 x 2.25 x 16 GA

FENCE HEIGHT (ABOVE GRADE)WIND SPEED 
(EXP C)

PANEL
1/4" STAINLESS STEEL WASHER
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